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 TC "Petro Specifications" \f C \l "1" Specification Sheet
Doc Rev. 10-17-01
Quote Name: Olsta Stock 19 C5 9200 5-5-04
 Shop Order #:        
Date: 9/2/2010

	CUSTOMER


	:
	

	SALESPERSON

	:
	

	MODEL


	:
	Standard Petroleum Trailer   9200 - 19.59 (LCG)-C 5 Low Center of Gravity Tank

	PART NO./DRAWING

	:
	A00-720-1133


CUSTOMER FURNISHED TRACTOR DATA REQUIRED - WEIGHTS INCLUDE DRIVER AND FUEL

	TRACTOR DATA
	:
	W.B.: 187”, Weight:(Fr Axle: 8500 lbs. Rr Axles: 7000 lbs.)

	
	:
	5th Wheel Ht: 49” Set Ahead:  ”


A. VESSEL

	1.
	Material
	Aluminum - 5454 alloy.

	
	a) Top
	.182 front, .194 center, .182 rear.  (All gauges nominal).  

	
	b) Sides 
	.182 (nominal).  

	
	c) Bottom 
	.204 (nominal).  


	

	Mill finish bulk trailer sheet.


	

	


	3.     Shape
	Elliptical (G.P.I) 19.59 (LCG)  LOW CENTER OF GRAVITY TANK


	

	*Troughs all compartments.


	

	DOT-406 AL.  Tested at 5 PSI rated at 3 PSI.

	Tested and certified to EPA Method 27-CA Air Resources Board standards and manholes sealed.


	5.     Capacity
	9200 Gallons with as much as 3% outage (minimum of 60 gallons outage per compartment).


	6.    Compartments
	5 Compartments, front to rear - 3000/1500/1100/1000/2600


	7.    Compartment/

       End Heads
	Compartment heads: .204 (nominal) unstiffened.  

	
	End heads: .204 (nominal) stiffened and shoed.  

	
	DOUBLE BULKHEADS between compartments #4 and #5, remainder of compartment heads are single bulkheads.

	

	

	Dished & flanged surgeheads with one (1) 20" manway center, two (2) 12" drain holes 6 and 12 o'clock, and two (2) 3"  emergency drain holes @ 3 and 9 o'clock.

	

	Surge heads - kingpin: .204 (nominal) stiffened and shoed.

	Surge heads -  tandem: .186 (nominal) stiffened and shoed.

	Surge heads - middle of tank: .186 (nominal) unstiffened.

	

	Full length, double leg extrusions.  Dams front and rear with transverse overturn protection rails as required by code.

	

	Computer generated calibration charts 1/2" increments. HM-183 documentation w/markings on front head. Vapor test decal with documentation.  Unit hydrostatically tested.

	Heil to supply Motiva and Chevron "wet test" certification forms.

	*Chevron Exhbit C documents included.


	11.  Temp Rating
	180 Degrees F. maximum operating temperature.

	


	12. Product  Information
	{{Quote Product Information}}

	


	

	1
	Products carried: unleaded fuel, diesel, kerosene, E85 and gasohol  

	1
	*Civacon three (3) year component warranty - all available options including manholes, vapor vents, overfill, internal valves, bottom loading components, vapor recovery adapters, and interlock valves must be Civacon brand, when available.


B. TANK FITTINGS AND PIPING

	

	*One (1) 16" Knappco Strongback style, steel, zinc plated, al. fill, Buna gasket, vapor recovery manhole, per compartment.


	

	1
	No indicator rod.

	1
	No discs.


	One (1) 1/8" stainless steel static ground wire per compartment.   


	

	
	


	3.    Vents
	DOT-406 venting in manhole.  


	

	0
	None.


	5. Vapor Collect 

        Vent
	One (1) 3" Civacon #196-SV air operated inward opening sequential vents in each manhole cover.  Aluminum vents with stainless trim and Viton seats.

  


	6. Vapor Collect 

        Hood
	Cast aluminum vapor hood connected to curbside flashing rail by 3" hose.  


	

	4" Aluminum internal vapor line from curbside flashing rail, through mid-tank to vapor outlet(s). Line to continue to the following locations:


	

	One (1) curbside outlet 15" to rear of last discharge valve. (4" outlet).

	One (1) curbside outlet to rear of rear head. (4" outlet).


	

	*One (1) 4" dry break adapter (poppeted) and dust cap for all outlets. (Eight bolt TTMA flange mounted).


	

	None. 


	

	*One (1) Knappco "MaxAir" 5" x 4" Hi Flo, aluminum body, air operated internal cylinder, & Tef-O-Sil seals, per compartment.  Splash shield-vortex breaker over each EV.  Where appropriate, a straight through style valve may be used instead of an elbow style to streamline piping.


	

	Air control kit mounted in EVO cabinet.

	Air control kit.  Use the Civa-Control II.




	One emergency trip located streetside front of tank.    


	

	4" Schedule #10 aluminum discharge piping with large radius formed sweeps to curbside of tank, located per API standards.

	Viton gaskets on flanged piping connections.

	Nitrile grooved coupling gasket at emergency valves.


	

	4" Civacon 891A openable adapters with aluminum handle and Viton seals.


	

	2
	4" API to 4" cam style hose adapters and caps.

	3
	Outlets with dust caps.

	5
	*Ethanol sight glasses on outlets, includes flanges, hardware and viton gasket. Warning:  Heil Trailer International no longer provides warranty for sight glasses or gasket materials used for the installation of sight glasses.


	

	0
	None.


	

	None. 


	

	


	

	*Civacon ROMLink system with molded wire loom and ground proving bolt included with enhanced controller. Mounted on trailer frame.


	

	One probe per compartment. Mounted in each manhole cover.


	

	1
	*Scully VIP chip.

	1
	 Civacon Optic socket (Ref. SJ6W-WOGA). On bracket adjacent to monitor, not in enclosure.    

	1
	Civacon Thermistor socket (Ref. SJ6S). On bracket adjacent to monitor, not in enclosure.    


	

	Safety interference bar with lock down pin handle over discharge valves and vapor outlet(s). Activates one (1) brake interlock valve.

	Rear vapor outlet to have separate interlock valve.


	

	1
	*Overfill to be interlocked with vapor system.  Interlock should be designed so that the overfill monitor will not get a permit light unless the vapor connection at the rear of the trailer is hooked up.


	

	0
	None.


C. ACCESSORIES

	

	*Front aluminum ladder, center of front head, serrated rungs and platform top step.


	

	Adhesive backed, skid-resistant tape between flashing rails.

	*Internal through tank drains near rear.



	

	1
	*4-1/2" high x 22" wide x full length hose trough, includes reduced center section (replaces front and rear fender on one side) Mounted curbside

	1
	*Adjustable heavy duty 1.5" wide x .375" thick rubber trough strap w/plated tee handle & hook (Set of 8). 


	

	1
	*2" x 21' Schedule #10 aluminum calibration stick tube.


	

	*On outriggers CS.

	*Front and rear of stick tube open with removable pin.


	

	20"W x 24"H x 20"D aluminum, EVO cabinet, single door, and stainless steel hinge, mounted curbside in front of piping.


	

	*48"W x 30"H (27.5" opening) x 28"D aluminum, 2 door, D-ring latch and stainless steel hinges, mounted C-S in front of rungear frame.


	

	Front and rear, HEIL, anti-sail, anti-spray flaps.


	

	1
	Single contour front fenders.

	1
	Double contour rear fenders.


	

	4
	*Label Master #80SM "Slidemaster" single piece placard holders and brackets.

	1
	*Betts PS-1 certificate holder.


	

	*Placards mounted front, rear, one each side of tank.


	

	12 Volt Truck Lite flange mount LED lamp system complying to FMVSS with conspicuity markings each side and rear.

	Combination mid-tank clearance and turn signals, one each side.

	One oval third stop light, located rear center of trailer.


	

	1
	*Betts LED swivel spotlight.Mounted on 48" cabinet to illuminate work area.      

	1
	*Truck-Lite LED Super Strip Lite - (2)  2' long flat mounted above discharge area.  Includes switch located in work area.Includes switch located in work area.


	

	One (1) 7 way ATA (#SAE J560) connector in nose box. Located at lower streetside front head.

	Two (2) aluminum light boxes at rear, one each side of tank.

	12 Volt system, 7 wire, molded conduit throughout, all connections made in junction boxes.


	

	0
	None.


D.
CHASSIS
	

	Hi-tensile steel, bolted and adjustable with 2" forged kingpin.


	2.   Skid Plate
	Aluminum skid plate.


	

	Jost 2-speed, A440 Magnum, 62,500# lift capacity with 10in x 12in sand shoes  and streetside crank.


	

	Hendrickson AANT 230 Air Ride Suspension, narrow hanger, parallel axle, & brake system, 71.5" track, 5" round, 23,000 lb. axle beam rating, 49" spacing, with single leveling valve. Heil R2R ("Ready-to-Run") Value Package - Includes Hendrickson's Five-Year wheel end warranty and factory supplied chambers, slacks, preset hubs, and drums.


	

	


	

	Aluminum suspension subframe.  Suspension Huck riveted to subframe with electrolysis barrier.

	Aluminum D.O.T. compliance bumper per FMVSS223, wheels back exemption. Underride if required by suspension location.


	

	Aluminum tank air system meeting FMVSS 121 requirements.

	Haldex TRS 4S-2M ABS system, (4 sensor/2 modulator) with onboard monitor.

	Haldex TRS Roll stability system.

	Philips "Quick Release" gladhand on service line.

	Constant power is standard on auxiliary (blue) center pin of SAE J560 7-way.

	16.5" x 7" (quick change) S-cam type brake shoes 


	

	OEM type 30-30 parking-emergency spring brake 


	

	OEM brake lining.


	

	OEM (automatic) slack adjuster  


	

	2
	Integral with air ride.   


	

	Preset bearings   


	

	Silver metallic Imron Series 5000 on steel parts only - #N0217H.   Paint warranty: 3 Year prorated warranty steel parts, 4 year prorated warranty on aluminum parts.  


	

	0
	None.


	

	0
	None.


E.
HUBS AND DRUMS
	 1.   Hubs
	4
	10 Stud, "Hub Pilot" (single nut mount), aluminum hub for outboard drum (parallel spindle)  (ConMet Preset dual aluminum wheel - stud length 33mm, two piece flanged wheel nuts)

	  

	Hub lubrication -  synthetic transmission fluid (OEM hub caps).


	2.   Drums
	4
	Centrifuse - outboard mount brake drums (16.5" x 7").  


F. WHEELS
	1. Wheels
	8
	10 Stud aluminum machine finish 22.5" x 8.25" (Hub Pilot - single nut mount) wheels  

	0
	  


G.
TIRES
	1. Tires
	8
	Bridgestone R-195F, 11R22.5 14-Ply  


H.     
MISCELLANEOUS

	

	None.


	     2.   Warranty
	Heil standard four (4) year warranty.  One year bumper to bumper coverage (e.g., barrel and frame) with some areas extended out to four years on a prorated basis.


	

	  


NOTE:

Due to unstable raw material and component costs, final pricing is subject to change or surcharge.   Heil will make every effort to confirm pricing 90 days prior to delivery if possible.

Heil to provide three (3) copies of trailer CD, one (1) to go with trailer and two (2) to The Jack Olsta Company.
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